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We conclude the Honda Odyssey this month covering 
the hatch, glove box and programming procedures. 


1. The rear hatch lock 
cylinder is to the right 
of the license plate. 


Hatch Lock 
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Issue No. 5 
3. Remove the two screws that secure the pull handle. 


2. Remove the 
two Phillips 
head screws 
on the panel 
near the latch. 
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4. There is a 
plastic lens for 
the rear hatch 
panel light. 


6. The panel can 
now be unsnapped 
and removed. 
Don’t forget to 
disconnect the 
wiring. 


5. Gently remove 
the lens and then 
you will have 
access to 
the two Phillips- 
head screws to 
remove. 
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7. To remove the lock cylinder from the rear 
hatch you must first remove the electronic linkage 
from the rear of the lock. 


8. Remove the 10 mm bolt that 
secures the lock cylinder to the panel. 


9. You must rotate the cylinder a little bit to line it up 
with the ward in the sheet metal for removal. 


10. The lock cylinder removed from the van. 
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11. The face cap 
is reusable and 
will slide off with 
a little work. 


12. Remove the C- 
clip on the rear of 
the cylinder and 
make note of its 
position and the 
position of the 
cylinder spring. 
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14. The rear 
hatch lock 
cylinder 
contains 7 
tumblers in 
positions 2 
through 8. 


15. The glove 
box lock 
cylinder is 
part of the 
handle and 
latch 
assembly. 


13. The cylinder 
plug can now 
slide out, it is 
not warded. 


Glove Box Lock 
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17. The plastic 
trim unsnaps 
from the front 
of the lock 
assembly. 


16. To 
disassemble 
first remove the 
2 screws on the 
inside of the 
glove box. 
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18. There is a code 
stamped on the side of 
the lock. The bottom 
four numbers is the 
code. 


19. There is a one 
way metal ring 
fastener on the back 
of the plug that 
connects with the 
small linkage rod. 
Gently use a 
screwdriver to work it 
off. Next remove the 
C-clip on the back of 
the plug. 
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22. PROGRAMMING TRANSPONDER KEYS 
WITH A DEALER DEVICE: 
The dealer uses a diagnostic device called the PGM 
Tester. This device is only available from Honda to 
Honda Dealers. Most dealers I have talked to think key 
programming is a pain in the neck and would rather not 
be bothered with it. Here is the procedure they must go 
through to program in the keys. 
The PGM Tester, Dealer cost on the 
unit is around $3,100. 


20. The cylinder plug will 
now slide out, 
as it is not warded. 


21. The glove box lock contains 5 cuts in positions 4-8. 


Programming Keys 
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25. Select “Honda Systems”. 


26. The PGM Tester checks to see what 
type of vehicle it is hooked up to. 


24. A view of the start up screen. 


23. Locate the factory computer interface to hook up 
the PGM Tester. On this van it is on the right hand side 
of the center console, all the way forward. 
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29. The general menu is displayed and for key 
programming we will want to select number 5 
“IMMOBI”. 
30. The Key Menu appears and we will want 
to select “All Keys Lost”. 


27. The remaining portion of the VIN must be entered. 


28. The odometer reading must be entered. 
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33. Enter the number of keys you wish to program. 
34. Follow the On-Screen instructions. 


31. Press Enter to continue. 


32. Enter the vehicles PCM code (Pin Code) that is 
only available to Honda Dealers through their 
HondaNet computers. 
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37. Follow the On-Screen instructions. 
38. Follow the On-Screen instructions. 


35. Follow the On-Screen instructions. 
36. Follow the On-Screen instructions. 
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41. Follow the On-Screen instructions. 
42. Follow the On-Screen instructions. 


39. Follow the On-Screen instructions. 
40. Follow the On-Screen instructions. 
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45. Shows the Immobilizer Indicator Light. 


43. Follow the On-Screen instructions. 
44. Follow the On-Screen instructions. 
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MAKING FIRST KEY 
This van is equipped with a transponder system. A 
dealer device is necessary to program keys into the 
van’s computer. Honda has a temporary override called 
the “Emergency Brake Code”. 


1. Make a mechanical key from the code on the glove 
box lock or from the door lock. 


2. Have the customer get the “Immobilizer Brake 
Code” from the dealer or Honda Customer Relations. 
You will need the VIN. This is a five digit number code. 
Each Honda vehicle has a different Brake Code. 


3. Turn the ignition switch ON. 


4. Have the Brake Code in front of you. To enter the 
first number of the Brake Code, press and release the 
brake pedal the same number of times as the first 
number in the Brake Code. For example if the first 
number in the Brake Code is a 2, press and release the 
brake pedal 2 times. 


5. Turn the ignition switch to the LOCK position. 


6. Within 30 seconds, turn the ignition switch to the 
ON position. For example if the 2nd number in the 
Brake Code is a 4, press and release the brake pedal 4 
times. 


7. Turn the ignition switch to the LOCK position. 


8. Within 30 seconds, turn the ignition switch to the 
ON position. For example if the 3RD number in the 
Brake Code is a 1, press and release the brake pedal 1 
time. 


9. Turn the ignition switch to the LOCK position. 


10. Within 30 
seconds, turn the 
ignition switch to 
the ON position. 
For example if the 
4th number in the 
Brake Code is a 3, 
press and release 
the brake pedal 3 
times. 


11. Turn the 
ignition switch to 
t h e 
L O C K 
position. 


12. Within 30 
seconds, turn the 
ignition switch to 
the ON position. 
For example if the 
5th number in the 
Brake Code is a 5, 
press and release 
the brake pedal 5 times. 


13. Turn the ignition switch to the LOCK position. 


14. After entering the fifth number, the Immobilizer 
Indicator Light on the dash should flash 5 times and 
then shut off. Sometimes the light will not flash at all 
and the vehicle will still start. This procedure must be 
repeated if the vehicle is turned off for more than 10 
minutes. If the customer finds their original 
transponder key, do not try to use it in the ignition until 
the vehicle has been off for more than 10 minutes. 
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